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Ordering Ordering
Circuit-breakers UL/CSA, IEC, electronic releases Circuit-breakers UL/CSA, IEC, electronic releases

Normal switching capacity 
85 kA 240 V 60 Hz
42 kA 480 V 60 Hz
35 kA 600 V 60 Hz 

High switching capacity 
125 kA 240 V 60 Hz
100 kA 480 V 60 Hz 1)

50 kA 600 V 60 Hz

Setting range Part no.
Article no.

Price
see price list

Part no.
Article no.

Price
see price list

Std. pack Notes
Rated current = rated 
uninterrupted current

Overload releases Short-circuit releases
Non-delayed

In = Iu
A

Ir

A

Ii

A

Protection of systems and cables
3 pole

Fixed overload releases
Terminal screws standard, terminals as accessories

250 250 500…2750 NZMN3-AEF250-NA
269275

NZMH3-AEF250-NA
269283

1 off Switches conform to UL/CSA as well as the IEC regulations.
IEC switching performance values are contained on the rating plate.
UL 489, CSA-C22.2-5.1, IEC/EN 60947-2

Fixed overload releases Ir
R.m.s. value measurement and “thermal memory”
Adjustable short-circuit releases Ii
• With NZM...3-AEF250...400-NA: 2 – 11 x In (ex-works 6 x In)
• With NZM...3-AEF450...600-NA: 2 – 8 x In (ex-works 6 x In)
• With NZM...4-AEF...-NA: 2 – 12x In (ex-works 6 x In)

1) High switching capacity for NZMH4: 85 kA/480 V

300 300 600…3300 NZMN3-AEF300-NA
269276

NZMH3-AEF300-NA
269284

350 350 700…3850 NZMN3-AEF350-NA
269277

NZMH3-AEF350-NA
269285

400 400 800…4400 NZMN3-AEF400-NA
269278

NZMH3-AEF400-NA
269286

450 450 900…3600 NZMN3-AEF450-NA
269279

NZMH3-AEF450-NA
269287

500 500 1000…4000 NZMN3-AEF500-NA
269280

NZMH3-AEF500-NA
269288

550 550 1100…4400 NZMN3-AEF550-NA
269281

NZMH3-AEF550-NA
269289

600 600 1200…4800 NZMN3-AEF600-NA
269282

NZMH3-AEF600-NA
269290

600 600 1200…7200 NZMN4-AEF600-NA
271108

NZMH4-AEF600-NA
271114

700 700 1400…8400 NZMN4-AEF700-NA
271109

NZMH4-AEF700-NA
271115

 

800 800 1600…9600 NZMN4-AEF800-NA
271110

NZMH4-AEF800-NA
271116

 

900 900 1800…10800 NZMN4-AEF900-NA
271111

NZMH4-AEF900-NA
271117

 

1000 1000 2000…12000 NZMN4-AEF1000-NA
271112

NZMH4-AEF1000-NA
271118

 

1200 1200 2400…14400 NZMN4-AEF1200-NA
271113

NZMH4-AEF1200-NA
271119

 

3 pole
Adjustable overload releases
Terminal screws standard, terminals as accessories

250 125…250 500…2750 NZMN3-AE250-NA
269299

NZMH3-AE250-NA
269302

1 off Switches conform to UL/CSA as well as the IEC regulations.
IEC switching performance values are contained on the rating plate.
UL 489, calibration to UL 508, CSA-C22.2-5.1, IEC/EN 60947-2
Use in motor control circuits only in conjunction with a suitable contactor.
Motor protection characteristic to UL 508 for NZM4 on request.

Adjustable overload releases Ir
• 0.5 – 1 x In (ex-factory 0.8 x In)
R.m.s. value measurement and “thermal memory”
Adjustable short-circuit releases Ii
• With NZM...3-AE250/400-NA: 2 – 11 x In (ex-works 6 x In)
• With NZM...3-AE600-NA: 2 – 8 x In (ex-works 6 x In)
• With NZM...4-AE...-NA: 2 – 12 x In (ex-works 6 x In)

High switching capacity for NZMH4: 85 kA/480 V

400 200…400 800…4400 NZMN3-AE400-NA
269300

NZMH3-AE400-NA
269303

600 300…600 1200…4800 NZMN3-AE600-NA
269301

NZMH3-AE600-NA
269304

800 400…800 1600…9600 NZMN4-AE800-NA
271120

NZMH4-AE800-NA
271123

1000 500…1000 2000…12000 NZMN4-AE1000-NA
271121

NZMH4-AE1000-NA
271124

1200 600…1200 2400…14400 NZMN4-AE1200-NA
271122

NZMH4-AE1200-NA
271125

Notes Notes for terminals a 10/58

I
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NZM...3, NZM...4 NZM...3, NZM...4

For Circuit Breaker Sales and Support call KMparts.com (866) 595-9616




