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Technical overview
Circuit-breaker, switch-disconnector for 1000 V AC, 3-pole

With main switch characteristics to 
IEC/EN 60204 and isolating characteristics to 
IEC/EN 60947, VDE 660

Circuit-breakers
3-pole

Switch-disconnectors
3-pole
Without overload and short-circuit 
release

System and cable protection Selectively-opening 
circuit-breakers

Motor protection

Switching capacity
1000 V kA/cos v Icu 101)/0.5 10/0.5 20/0.3 101)/0.5 20/0.3 10/0.5 20/0.3

Ics 3/0.5 10/0.5 15/0.3 3/0.5 15/0.3 10/0.5 15/0.3

Rated uninterrupted current Iu = 
rated current In

 Iu  Iu  Iu  Iu  Iu  Iu  Iu  Iu  Iu

Ambient temperature at 100% Iu
min./max. –25/+50

A A A A A A A A A

NZMH2-
A...-S1

NZMN3-
AE...-S1

NZMH4-
AE...-S1

NZMH2-
VE...-S1

NZMH4-
VE...-S1

NZMN3-
ME...-S1

NZMH4-
ME...-S1

N2-...-S1 N4-...-S1

20 250 630 100 630 220 550 160 800
25 400 800 160 800 350 875 200 1000
32 630 1000 250 1000 450 1400 250 1250
40 1250 1250 1600
50 1600 1600
63
80
100
125
160
200
250

Rated short-circuit 
making capacity Icm

kA 5.5 53

Rated short-circuit -
making capacity Icw  (1s curr eff) 

kA 3.5 25

Notes 1) Please enquire

Rated current = 
rateduninterrupted 
current

Short-circuit 
protection 
max. fuse 
gG/gL-
characteristic

3 switch positions I, + , 0 ; can be 
tripped remotely with shunt/
under voltage release

Std. pack
Notes

In = Iu Part no.
Article no.

Price
see price listA A gL

Switch-disconnector
3-pole
Terminal screws standard
terminals as accessories

160 250 N2-160-S1
290386

1  off IEC/EN 60947-3
Main switch characteristics including positive drive to IEC/
EN 60204 and VDE 0113.
Isolating characteristics to IEC/EN 60947 and VDE 0660.
Protection against electric shock to VDE 0160 Part 100.
Undervoltage and shunt releases NZM…-XU, NZM…-XA 
and trip indicating auxiliary contacts can also be with N 
switch-disconnectors.
N2…and N4… can also be combined with the NZM…-
XR… remote operator.
Connection types
N2: NZM2-XKSA cover necessary
N4: insulated busbar connection (screw terminal NZM4-
XKS)

200 250 N2-200-S1
290387

250 250 N2-250-S1
290388

800 1600 N4-800-S1
290391

1000 1600 N4-1000-S1
290392

1250 1600 N4-1250-S1
290393

1600 1600 N4-1600-S1
290394

Notes Accessories a plug-in/withdrawable unit on request

NZM-...-S1, N-...-S1

For Circuit Breaker Sales and Support call KMparts.com (866) 595-9616




